





Series 3080 K healthcare beds.
More easily meeting requirements for more care and more durability.

The Vélker 3080 K healthcare bed is the result
of Vélker’s unique platform strategy. Combin-
ing the upper frame from their hospital bed
with the undercarriage from their nursing
bed, Volker has designed a bed that is appro-
priate for special care residents while being
especially durable. This combination allows
for more acute care (quick release head and
footboards for example), transport at any
height and many design options to provide for
a more normal room environment.

Top figure: Bed width is
not increased with the
assist rails in the raised
position.

Right figure: The head
and foot boards of the
3080 K slide into place
and can be quickly re-

moved as required.

Figure on page 32:
Vélker 3080 K in Wendy
creme with anodized
undercarriage. The bed
is complemented by fur-
niture from the Vilker
hospital program: K 930
(K 984k) bedside cabi-
net, RT-985 server,

AT 82/7 table and an

AS 985 easy chair.




34

Series 2080 healthcare beds.
The original Volker healthcare bed.

Far left figure:

2080 S healthcare bed
in round profile design
and 2080 FS healthcare
bed (curved top design)

with full-length side rails.

The original Volker healthcare bed continues
to be a top seller since it was first introduced
in 1992: the healthcare bed in round profile
design. Displayed here as the latest 2080 mo-
dels with full-length side rails.

Although today’s nursing practices and the
recommendations of many agencies are in
favor of minimizing or eliminating the use of
side rails, there are still some applications for
which side rails are prescribed. For these
applications the Volker 2080 beds are ideal.

Specialized hospitals and healthcare facilities
often rely on the 2080 beds to meet there
unique needs. These beds provide a non-
institutional appearance in an environment
that is often looking for such an alternative.
The side rails slide down when not in use, loo-
king only like the nice wood finished sides of
the bed.

Special applications require special beds. The
2080 series beds satisfy specialized needs
and allow the best possible care giving. Side
rail pads are especially easy to use with the
2080 beds, facilitating the caregiver in taking
care of the resident or patient. 2080 side rails
can be raised at only one end if it is necessa-
ry to provide a way to exit the bed.

Figure on page 35:
2080 S healthcare bed
with 2084 (P 941) bed-
side cabinet and ST 504
high-back chair.
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Series S 380 and S 280 healthcare beds.

More than you would expect of a healthcare bed.

Figure on page 36: S 380
healthcare bed with two-
part assist rails in the FS
design.

Right figure: S 280 health-

care bed with full-length
side rails in the S design.

Left figure: Series S 380
and S 280 healthcare
beds are equipped with
easy to roll casters that
can be centrally locked
by a foot brake lever. Full
swivel function and
straight steering can also
be achieved with the foot
lever. Shown with (op-
tional) closed caster.

-

The Volker series S 380 and S 280 healthcare
beds are another application of Volker’s
unique platform strategy. Combining the
upper frame from their healthcare bed with
the undercarriage from their hospital bed,
Volker has created a bed with a very attractive
appearance while at the same time including
the ability to transport over more uneven sur-
faces and at any height.
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Series 5380 low-height healthcare beds.

The alternative for residents at risk of falling from bed.

Many healthcare facilities have a small popu-
lation that are at risk or have demonstrated a
previous experience of falling from bed. If
these same residents are considered restrain-
ed by a traditional assist rail, then alternate
solutions must be found.

It is for these residents that the Vélker 5380
healthcare bed has been designed. By combi-
ning Volker’s existing lying surface and frame
with a new ultra low-height undercarriage we
have created a bed that has all the benefits of
our existing beds, plus a very low lying surfa-
ce height of 9 in. (23 cm). Combined with a
low profile mattress, a very low top of mat-
tress height can be achieved.

The unique hide-away design of Volker’s
assist rails (that do not hang down on the side
of the bed) means that we can offer a comple-
te assist rail system, even on a very low bed.
This is done in an integrated way, so that Vol-
ker beds do not look like they have had assist
rails added after the fact. As a result, the resi-
dent and staff can take advantage of the most

advanced assist rail system available, or sim-
ply store the assist rails in their hide-away
position so no one knows they are there. If
necessary (see page 17).

Innovations

A complete system of
head and foot section
assist rails allows the
resident to use both
hands to get into or out
of bed (see right figure).
Of course these assist
rails can be used indivi-
dually, telescoped to a
lower position or hidden
away under the lying sur-
face as needed.

Left figure: The Vilker
5380 low-height bed has
a safe working load of
375lbs (170 kg) and a
height adjustment range
of9gin. to 29 in. (23 to
74 cm). Casters are auto-
matically locked at the
lowest position.

Vélker 5380 MA.
Awarded at the ALTEN-
PFLEGE 2007, Nuremberg:
Innovationprize (1. prize)
warchitecture + health“.

preis
Elielalicieidics + health
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Everything you would expect from better beds.

To increase the quality of care. To make care giving easier. To reduce operating costs.

Total sleeping comfort.

Vélker’'s MiS® Micro-stimulation System in-
creases comfort for all residents as well as
being a part of a complete pressure sore pre-
vention program. For even more benefit the
MiS® Activ is an option that can be ordered
with the bed or added to all current model
beds. After all, what’s more important than a
good nights rest when choosing a bed?

Protection and compliance.

A complete assist rail system allows the care-
giver to use as much assist as required or to
simply slide the rails away so they are not
seen. Assist rails can be raised to a low posi-
tion for bed edge indication or for assist in
getting into or out of bed. They can also be
telescoped higher as required for additional
assistance or to protect against falling out of
bed. This patented system meets national
and international standards.

Absolute stability during use.

No matter which Vélker bed is chosen, confi-
dence can be assured that nursing proce-
dures can be carried out with the bed at any
height. All beds are absolutely stable and
always raise horizontally due to their quality
engineering and synchronized motor sys-
tems. Voélker’s exclusive telescoping legs
shown below (see figure 1 & 2).

Vélker beds provide independence.

Residents can operate Vélker healthcare beds
with a convenient hand control unit (see
figure 3). Several choices of hand controls are
available to meet the needs of the resident or
caregiver. Controlling the lying surface and
height adjustment of the bed allows the resi-
dent (when appropriate) to have more auton-

omy and the caregiver to be relieved of some
positioning duties. A lockout is included on
the hand control for use as needed.

Guaranteed electrical safety.

Volker healthcare beds use a system of multi-
ple and redundant electrical devices to en-
sure the highest level of electrical safety.
Electricity is only supplied to the bed when
the buttons of the hand control are pushed,
thereby reducing electrical usage, noise, and
eliminating any electrical field below the resi-
dent.

Lowest operating costs.

Vélker healthcare beds are designed to be
fast and easy to clean. All motors are placed
in housings made of easy to clean materials
that enhance the length of their life. This
means greater safety, minimal need for repair,
long maintenance intervals and quick turn-
over of beds between residents.

Quality as can be expect-
ed when it says "Made in
Germany": Volker health-
care beds are designed
and manufactured in
WittenMlestphalia, with
all parts being purchased
from German suppliers
and the quality of pro-
duction and products
being continuously
monitored.

Fod
apP
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Volker MiS® Micro- Telescoping assist

stimulation pressure rails provide two

reduction system inte- levels of assist and
grated into every lying protection.
surface.

All occupant All four lying surface

controls can be sections can be

operated by using removed for easy

the hand control cleaning.

(lock-out key

included).

Head and leg section
of lying surface are

Sockets for trapeeze
adjusted electrically.

bar, IV poles and
accessory lighting on
both sides of the head
end of the bed.

CPR quick release of
the back section
(optional). 41

Triple telescoping
height adjustable legs.

Nurse control
(optional) includes
trendelenberg and
additional hand
control lock-out.

Accessory mounting
track integrated into
both sides of bed.

Fully synchronized
height adjustment.

Wide feet prevent
unwanted bed move-
ment.

Mattress
compensation.

bed transport at the dent lifting devices
push of a button. under the bed.

Casters extend for Full access for resi-
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The Volker Supply Bar.
Modular Healthcare Design.

The Vblker Supply Bar concept provides a
number of modular solutions for any con-
struction or renovation project. Available
dimension choices and appearance allow
integration into a variety of rooms and design
configurations.

The Volker Supply Bar will complement exist-
ing furniture and can be combined with nurs-
ing furniture like bedside cabinets, the Volker
butler and — also as a good idea — a Volker
server.

The Supply Bar is available in a variety of
heights and can reach from floor to ceiling as
required. Controls and receptacles such as
light switches, nurse call, electric receptacles,
computer access and others can be integrat-
ed into this system. A convenient way to solve
many issues at once.

Figures, top:

The adjustable positioning of the accessories
makes it possible to attach the drawer

unit at the perfect height for the ultra-low bed.
It can also be used along with existing
bedside cabinets.




The Healthcare Design.
By Porsche Design Studio.

Can a supply and storage system actually be
integrated into a healthcare room without
dominating it? And still integrate nicely with
the design? The Volker Supply Bar can.

In conjunction with the Porsche Design Stu-
dio, we came up with a modular system that
creates an ideal working environment, with
easy access to convenient storage and elec-
tric utilities. Meticulously thought out to
blend with the room furnishings while provid-
ing ergonomic access to the resident at all
times.

For the resident, the Vélker Supply Bar pro-
vides convenience and safety. All switches
and controls are within easy reach, as are all
storage accessories.

As to the advantages for the care giver? The
Volker Supply Bar makes for easy access,
housekeeping and cord management.

The front panel and accessories are available
in a wide range of colors to match or comple-
ment other room furnishings.

Received the innovation
prize “architecture &
health“ at the ALTENPFLEGE

2008 trade fair

InnovationselGI
Elilaliccloilic= + health

Honorary mention at the
reddot design award
2008

=

reddot design award
honourable mention 2008

PORSCHE DESIGN
STUDIO
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Accessories for Volker healthcare beds.
Factory original accessories facilitate most all
special requirements.

Volker healthcare beds are equipped with
integrated accessory mounting track on both
sides of the bed and mounting sockets along
the head of the bed. And of course there is a
complete selection of accessories, such as
nurse control units, universal hooks, trapeze
bars, IV poles, urinal holders etc. All of which
are designed to be easily attached without
the need for tools.

All Volker accessories are designed to the
same exacting standards as our beds are.
They are manufactured of the highest quality
materials and can therefore be used with the
assurance of safe operation.

You can find the entire selection of Volker
accessories in the catalog that is free of char-
ge: “Accessories for healthcare beds”.

A wide range of quality
accessories are available
for Vilker healthcare
beds.

A new accessory availa-
ble from Vilker is the
caregivers call unit that
can be clipped on the
assist rails. (see figure in
the middle)
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Volker healthcare bedside cabinets and servers.
The perfect complement for any healthcare bed.

Choosing matching furnishings is often an
important part of the selection process for the
resident room. Important as well, is taking
into account the residents interest in accom-
panying furnishings that are more than just
basic, that offer a more personalized and styl-
ish design.

Volker healthcare furniture has been design-
ed to do exactly that, meet the need for func-
tionality while at the same time provide a
better quality of life. The design of Vilker’s
bedside cabinets and servers are truly high
quality (and therefore cost saving in the long
run) and also designed to provide convenien-
ce and a nice ambiance for your residents.

Volker P 941 (2084) healthcare
bedside cabinets.
More than just bedside cabinets.

These bedside cabinets have been designed
for healthcare settings and the disabled, and
they are therefore more than just bedside
cabinets: They are about multi-functional fur-
nishings that make life easier for users while
in the bed and caregivers as well. For exam-
ple, a space saving fold-out over bed table
can be adjusted in height and swivels for con-
venience.

With its round corner design, the P 941 (2084)
healthcare bedside cabinet matches almost
any Volker healthcare bed.

Vélker P 930 (3014 R), P 935 (3015 R) and
P 920 (3017 R) healthcare bedside cabinets:
More space for everything.

These bedside cabinets offer real strengths:
A large drawer is mounted below the upper
drawer, making it possible (because of low
drawer sides) to access items easily from
within the bed. Additional options are offered,
such as a convenient pull-out tray, a door
instead of a big drawer and a bedpan holder.

The P 930 (3014 R) healthcare bedside cabi-
net comes in round profile design, while the
P 935 (3015 R) is equipped with square corner
profiles and the P 920 (3017 R) is delivered in
paneled design.

P 941 (2084) healthcare bedside cabinet
in stained beech

P 930 (3014 RA) healthcare bedside cabinet
in stained beech



P 920 (3017 RA) healthcare bedside cabinet
in stained beech

P 935 (3015 RAF) healthcare bedside cabinet
in royal maple

Vélker P 910 (3012 MP) healthcare
bedside cabinets.
Truly the right bedside cabinets.

These bedside cabinets came from day to day
experience and a need for high quality bed-
side cabinets that would be appropriate for
lower beds. Designed for a clean appearance
and to save space, these bedside cabinets are
perfect for use by those with a disability or in
healthcare settings.

These designs are available as P 910 (3012 MP)
healthcare bedside cabinet in round profile
design.

P 910 (3012 MP) healthcare bedside cabinet
in golden alder

Volker P 920 (3014 M) healthcare
bedside cabinets.
Nice and solid.

The P 920 (3014 M) healthcare bedside cabi-
net is designed to be lower in height and is
made of solid wood. With a top height of 23.8
in. (60,5 cm) this cabinet works well with the
lower height beds that have solid wood
designs such as MA and MB.

Incidentally, options are available: an addi-
tional and convenient pull-out tray or a door
instead of the big drawer.

You will find a selection guide on all healthcare
bedside cabinets on page 60.

P 920 (3014 M) healthcare bedside cabinet
in royal maple

Volker RT-985 Servers.
It’s a pleasure to serve you.

A server (over bed table) is the right furniture
choice for meeting the personal needs of resi-
dents and those with a disability. Highly
styled, easy to move and very durable, Vol-
ker’s server is the right choice for demanding
environments that also must look nice.

The RT-985 server has a height adjustable
table top with one section that swivels and
one section that is fixed with retainers. A
large diameter U-shaped base fits easily
around chairs, provides high stability and is
easy on the feet.

RT-985 server in stained beech
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Volker amadea® wall light.
Room lighting/communication system.

The danger of falls is already present in
healthcare rooms. With this in mind, the com-
bination of indirect and direct lighting provid-
ed by the amadea® wall light is ideal. Its light
is directed toward the ceiling, and then re-
flected naturally, uniformly and completely
throughout the room. Low-gloss plexiglass
screen prevents direct view into light and
related glare.

Healthcare light for wall mounting.

Figure on page 48: The
amadea® wall light above
the Vélker 3080 MA
healthcare bed, addition-
ally the KM 785M chest
of drawer and 3012 MP
(P 910) healthcare bed-
side cabinet in Golden
Alder.

Extremely graceful with
the bed: halux® Cosy bed
lamp (left figure).

Convenient: The Volker
medicool® bed lamp can
also be used for nursing
procedures and examina-
tions (middle figure).

A sign of the times: the
culta bed lamp (right
figure).

Vélker halux® Cosy bed lamp.
Aesthetic lighting.

Using a flexible arm and enclosed cable rout-
ing, the halux® Cosy reading lamp can be at-
tached directly to the bed. The halogen cool
light reflector lamp offers excellent reading
light, while producing much less heat than
conventional reflector lamps.

Healthcare lamp that can be attached directly
to the bed.

Vélker medicool® bed lamp.
Vélker medicool® bed/examination lamp.

The Vélker medicool® lamp offers ideal flexi-
bility and the easy movement necessary for
the resident and for any required nursing pro-
cedures. The medicool® light remains cool to
the touch, eliminating the risk of burns or fire.
A small nightlight illuminates the on/off
switch.

Healthcare lamp that can be attached directly
to the bed.

Vélker culta bed lamp.
Swivel arm lamp.

This lamp head can be freely adjusted and
positioned via a swivel arm. Simply moving
the lamp switches it on and off. An LED en-
ables easy orientation, even in the dark. The
lamp is equipped with a cold light halogen
bulb featuring very good heat dissipation.

Healthcare lamp that can be attached directly
to the bed.

All technical information as well as a selection
guide on the lamps illustrated here can be found
from page 64.
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3080/2080 healthcare beds:
Technical description.

Volker beds are tested according to UL stan-
dards, designating compliance with applicable
United States and Canadian safety standards.
All Vélker healthcare beds are classified ac-
cording to Guidelines 93/42/EEC for tested
medical products with a CE Seal of Conformity,
including general requirements and risk analy-
sis. They comply with the national and interna-
tional standards: DIN EN 60601-1, DIN EN
60601-1-2, DIN EN 60601-2-38, EN 1970 (as
applicable). The entire bed is protected accord-
ing to IPX 4 (DIN ISO 60529: protection against
water splashing from all sides).

Undercarriage:

Stable, easy-to-clean, corrosion-free alumi-
num profile construction with foil-coated or
anodized surfaces. Chemical resistant and
impact resistant. Floor clearance over entire
width and length, standard 6.9 in. (17.5 cm).
Easily accepts most commercially available
resident/patient lifts.

Legs inset to prevent heel injury and for pro-
per ergonomics when moving around bed. Tri-
ple telescopic height adjustment unit, en-
cased maintenance-free into four legs. Two
synchronized motors (24 V low voltage) for
parallel height adjustment with electric moni-
toring (synchronization control). Adjustment
range 15.7-31.5 in. (40-80 cm) or optional
13.8-27.5 in. (35—70 c¢m) in 26 seconds. Tren-
delenburg/reverse-Trendelenburg operated
via caregiver control console (optional). Safe
maximum working load 462 lbs (210 kg).

Ready-to-go mobility:

Heavy-duty casters with Vulcolan tires (non-
marking) and double encased ball bearings
for easy maneuverability. Load-bearing capa-
city 331 lbs. (150 kg)/caster. All casters acti-
vated from one point located on the hand con-
trol unit and activated only when the bed is in
the low position. Casters fully retract in brake
mode for greatest possible stability and to

Top left figure:

3080 healthcare beds
with telescoping head
and foot section assist
rails.

Bottom left figure:
2080 healthcare beds
with full-length side rails.

avoid damage to flooring. Plastic ring and
bell-shaped cover protect against static elec-
tricity, dirt and water.

Lying surface:

Electrically adjustable four-section lying sur-
face with aluminum profile frame around the
perimeter. Lying surface with completely re-
movable 4 section pressure reduction lying
surface. Integrated mattress retainers on
each side (Volker 3080). Ergonomic configu-
ration of back, seat, upper/lower leg sections
according to German Nursing Association
(DBfK) with 35.4 in. (9o c¢cm) back section.
Integrated mattress compensation (4.6 in./12
cm) and back section ramp (5°) for physically
correct adjustment of back section (kinesthe-
tic space). As sliding down bed is prevented,
pressure on stomach is avoided and breath-
ing improved. Back (0-70°) and upper-leg
sections (0—45°) individually adjustable with
safety override device. Infinite upper leg sec-
tion adjustment (bent knee or staged bed).
Extra manual adjustment of lower-leg section
to stretched raised leg position (0-16°) by
fine-toothed ratchet. Optional fast lowering of
back section for CPR procedure. Angle limita-
tion between back and leg sections below 90°
(anti-compression). Integrated mounting lo-
cations for trapeze bar on both sides of head
end, additional mounting locations for IV
stands, lamps or other accessories. Integrat-
ed slide bars the entire length of both sides of
bed for mounting of accessories. Model 3080
K with quick removal of headboards and foot-
boards with aluminum handrails and horizon-
tal side-mounted wall-protection wheels.

Pressure reduction:

A. Volker MiS® Micro-stimulation System is an
anti-pressure sore, torsion-sprung support
consisting of flexibly reactive butterfly springs
made from recyclable polyoximethylene, locat-
ed on flexible support profiles made from

fiberglass-reinforced plastic (GFK) with high
stability and bending strength. The support
profiles are connected to the surface by flexi-
ble spring elements. TPE modules (thermo-
plastic elastomer) muffle spring compression
of support profiles under heavy loads and
attach the spring elements to the aluminum
profiles of the frame. Butterfly springs and
support profiles are easily removable for clea-
ning.

B. HPL (High Pressure Laminate, solid-core
board) in-laid sections (anti-static, chemical,
UV-resistant). These are removable from the
aluminum lying surface frame for easy clea-
ning.

Operation:

Lying surface, height and comfortable sitting
position (optional) adjustment via ergonomic,
easy-to-read hand control unit (attaches to
either side) according to IPX 6. For Volker
series 3080 healthcare beds: hand control
unit in horizontal version, to be clipped on the
assist rail tops, or hand control unit in vertical
version, attaches to bedside or flexible holder
(optional). In addition Trendelenburg/rever-
se-Trendelenburg, height, lying surface ad-
justment and operation lockout mode by
means of separate caregiver control console
(optional). Surfaces easy to clean/disinfect.

Assist rails, 3080 healthcare bed:

Two-part split aluminum assist rails with
rounded corners and edges, integrated in
lying surface when not in use. Unobstructed
access to patient/resident or for attaching
accessories at any position. When fully rais-
ed, no change in outer dimensions of bed.
Automatic repositioning of raised rails during
lying surface adjustment increases safety.
Suitable for therapeutic and storage pur-
poses. Height adjustable in two positions.
First position marks outer limits of bed and
acts as aid to mobility; fully raised provides



additional protection against accidental falls.
Secure handgrip between two-part rails when
getting into/out of bed; in combination with
height adjustment, excellent aid to mobility.
Protection, height and opening dimensions
according to appropriate national and inter-
national norms. Height 13.4 in. (34 cm) above
lying surface, 8.7 in. (22 cm) above standard
mattress. Simple operation and locking. For
safety reasons, lock cannot be released under
load. Lateral solid wood impact protection
(Model 3080 K special synthetic material).
Guides/glides permanently lubricated for
smooth operation without lubrication.

Assist rails, 2080 healthcare bed:
Full-length assist rails with special glides
located in aluminum guides on both ends.
Rails made of rounded glued solid wood in
laminate finish or veneer. Protection, height
and opening dimensions according to appro-
priate national and international norms.
Height 13.4 in. (34 cm) above lying surface,
8.7 in. (22 cm) above standard mattress. Two-
hand release, with safety lock. For safety rea-
sons, lock cannot be released under load. No
sudden fracturing of guides/side rails. Gui-
des/glides permanently lubricated for
smooth operation without lubrication.

Electrics/control:

Four motors, safety class Il (double protective
insulation), main power 110-120 V (230-
240 V), bed operating voltage 24 V low volt-
age. IPX 4 protection against splashing water.
100 per cent isolation from main power when
not in operation. Primary fuse (2 A) in main
power plug. Extra-sturdy spiral power cord
according to national and international
norms. Difficult to run over with casters. Two-
fold cord strain relief plus intermediate con-
nector for easy maintenance. Thermal fuse
and switch against overheating. Secondary
fuse in low-voltage circuit. Polyswitch against

overloading. Optional 1.2 Ah battery pack for
independent power operation, enough for
three adjustment cycles under maximum per-
mitted load.

Design and materials:

Design of headboards/footboards, and colors
from standard model options and Vélker color
card or — in appropriate order volumes —
according to customer’s requirements.

All wooden parts with three-fold DD-painted
finish. Rounded corners and edges. Multi-
chipboards in E1 quality. Aluminum or metal
surfaces durably foil coated, anodized or
powder coated.

Care and maintenance:

Volker healthcare beds need little mainten-
ance, since only maintenance-free motors
and sealed electric or electronic components
are used.

All moving parts of the height adjustment
unit, compact drive and assist/assist rails are
permanently lubricated; in normal use and
cleaning, they require no lubrication.
Because of the technology used, technical
safety tests are necessary only every 12
months or according to checklist. Volker
healthcare beds may not be cleaned in auto-
matic wash plants or with high-pressure
cleaning hoses. Encased subassemblies,
smooth surfaces and encased motors make
Volker beds exceptionally easy to clean. They
can be cleaned and disinfected with commer-
cially available cleaning agents and/or disin-
fectants using spray-and-wipe methods.

Guarantee:
There is a 24-month guarantee (warranty) on
all Volker healthcare beds.

(KOO
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Volker color selection:
Wood and deco-Fantasia laminates.

The wood and deco-Fantasia laminates for all

Volker furniture are scratch, impact and fric-

tion resistant, as well as impervious to com-

mon chemicals.

All laminates are manufactured in accordance

with DIN 68765 (equivalent to Emission Class

E1) or DIN EN 438.

If required, all surfaces are available in veneer  Natural beech * Stained beech * Golden Alder * Mahogany *
and solid wood as an option

In addition to laminated wood finishes, the
Volker 3080 K healthcare bed is also available
in Deco-Fantasia laminate finishes.

Natural Oak * Rustic Oak * Fine Cherrywood * Royal Maple **

Pagami Blue ** Light Blue ** Fine Light Anthracite ** Wendy Creme **

*) Also available with
undercarriage in match-
ing foil or, if desired,
anodized in Eloxal E6 EV1
**) Only available with
undercarriage in anodiz-
ed Eloxal E6 EV1



Model

2080 S

2080 C

2080 FS

Version headboards/footboards

Rounded corner

Rounded corner with knob

Curved top

Solid beech, stained or natural

Beech laminate, stained or natural

Veneer to Vélker color card

Volker color card

Color according to customer request

O/ 00 eI

OO0 e !

000 eI

Weight*

212 |bs./96 kg

212 lbs./96 kg

214 |bs./97 kg

Overall size - inch/cm (width x length)

lying surface 35.4 x 78.7 in. (90 x 200 cm)

39.8 x 82.3 in. (101 x 209 cm)

39.8 x 82.3 in. (101 x 209 cm)

39.8 x 82.7 in. (101 x 210 cm)

lying surface 35.4 x 82.7in. (9o x 210 cm)

39.8 X 86.2 in. (101 x 219 cm)

39.8 x 86.2 in. (101 x 219 cm)

39.8 X 86.6 in. (101 x 220 cm)

lying surface 35.4 x 86.6 in. (90 x 220 cm)

39.8 X 90.1in. (101 x 229 cm)

39.8 X 90.1in. (101 X 229 cm)

39.8 X 90.9 in. (101 x 230 cm)

lying surface 39.4 x 78.7 in. (100 x 200 cm)

lying surface 39.4 x 82.7 in. (100 x 210 cm)

lying surface 39.4 x 86.6 in. (100 X 220 cm)

Lower edge height (min./max.)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

Upper edge height (min./max.)

ca. 30.0/45.6 in. (76/116 cm)

ca. 32.3/48 in. (82/122 cm)

ca. 31.5/47.2 in. (8o/120 cm)

Height adjustment 15.7-31.5 in. (40-80 cm)

Height adjustment 13.8-27.5 in. (35-70 cm)

Option at no extra cost

Option at no extra cost

Option at no extra cost

Color of undercarriage

Stained/Natural beech

Eloxal E6 EV1

Option at no extra cost

Option at no extra cost

Option at no extra cost

Color according to Vélker color card

O

@)

O

Lying surface

MiS® Micro-stimulation System

HPL

Water resistance IPX 4

Optional equipment

Rechargeable battery pack

CPR quick release

Deluxe hand control unit

Bedding shelf

Caregiver control console

Wall-protection wheels vertical

000000

0|00/ 0|00

O|O0|0 /0|0 0O

Accessories

Acc. to accessory brochure

Acc. to accessory brochure

Acc. to accessory brochure

To enable you to compare the various
models and versions of Vélker health-
care beds at a glance, we have included
in addition to the technical data this
convenient chart.

Due to the side rail design, the Volker
2080 healthcare bed must include a full
headboard and footboard.

Symbols:

Not available

Optional version/equipment
Standard
Weight of standard version

*@® O
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Many Vélker healthcare beds are
available with lower footboard (H).

Symbols:

Not available

Optional version/equipment
Standard
Weight of standard version

*@® O
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Top figure: Adjustable bed
extension (only with Series 3080
and S 380 beds)

Model

3080 S

3080 C

3080 FS

3080 ST

Version headboards/footboards

Rounded corner

Rounded corner with knob

Curved top

Rounded top

Solid beech, stained or natural

Beech laminate, stained or natural

Veneer to Volker color card

Wood laminate to Volker color card

Color according to customer request

O/ 00 @I

OO0 eI

O 00 eI

OO0 eI

Weight*

212 |bs./96 kg

212 |bs./96 kg

214 lbs./97 kg

212 lbs./96 kg

Overall size (width x length)

lying surface 35.4 x 78.7 in. (90 x 200 cm)

38.6 x 82.7 in. (98 x 210 cm)

38.6 x 82.7 in. (98 x 210 cm)

38.6 x 83.5 in. (98 x 212 cm)

38.6 x 82.3 in. (98 x 209 cm)

lying surface 35.4 x 82.6 in. (90 X 210 cm)

38.6 X 86.6 in. (98 x 220 cm)

38.6 X 86.6 in. (98 x 220 cm)

38.6 X 87.4 in. (98 x 222 cm)

38.6 x 86.2 in. (98 x 219 cm)

lying surface 35.4 x 86.6 in. (90 x 220 cm)

38.6 X 90.5 in. (98 x 230cm)

38.6 X 90.5 in. (98 x 230 cm)

38.2x91.3in. (97 x 232 cm)

38.6 x 90.2 in. (98 x 229 cm)

lying surface 39.4 x 78.7 in. (100 x 200 cm)

42.9 X 82.7 in. (109 X 210 cm)

42.9 x 82.7 in. (109 X 210 cm)

42.5 X 83.5 in. (108 x 212 cm)

42.5 x 83.3 in. (108 x 209 cm)

lying surface 39.4 x 82.6 in. (100 x 210 cm)

42.9 X 86.6 in. (109 X 220 cm)

42.9 X 86.6 in. (109 X 220 cm)

42.5 X 87.4 in. (108 x 222 ¢cm)

42.5 X 86.2 in. (108 x 219 cm)

lying surface 39.4 x 86.6 in. (100 x 220 cm)

£42.9X 90.5 in. (109 X 230cm)

42.9X 90.5 in. (109 X 230 cm)

£42.5 X 91.3 in. (108 x 232 c¢m)

42.5 X 90.2 in. (108 x 229 c¢m)

Lower edge height (min./max.)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

Upper edge height (min./max.)

ca. 30.0/45.6 in. (76/116 cm)

ca. 32.3/48 in. (82/122 cm)

ca. 29.5/45.3 in. (75/115 cm)

ca. 28.7/44.5 in. (73/113 cm)

Height adjustment 15.7-31.5 in. (40-80 cm)

Height adjustment 13.8-27.5 in. (35-70 cm)

Option at no extra cost

Option at no extra cost

Option at no extra cost

Option at no extra cost

Color of undercarriage

Stained/Natural beech ® [ ] o o
Eloxal E6 EV1 Option at no extra cost Option at no extra cost Option at no extra cost Option at no extra cost
Color according to Vélker color card @) O @) O
Lying surface

MiS® Micro-stimulation System ( [ ] (] [ ]
HPL (@) (@) O (@)
Water resistance IPX 4 [} [} () [}
Optional equipment

Rechargeable battery pack @) O @) O
CPR quick release @) ©) (@) (@)
Deluxe hand control unit @) O @) (@)
Adjustable bed extension O O (@) O
Bedding shelf @) O @) O
Caregiver control console O O (@) O
Quick-release headboard/footboard - - - -
Wall-protection wheels vertical @) (@) (@)

Aluminum handrail

Lying surface grounding

Accessories

Acc. to accessory brochure

Acc. to accessory brochure

Acc. to accessory brochure

Acc. to accessory brochure



Model 3080 MA 3080 MB

Version headboards/footboards Solid wood Solid wood Aluminium RAL 9006
Solid beech, stained or natural [} [} -

Beech laminate, stained or natural - - [ ]

Veneer to Vélker color card - - -

Volker color card - - [ J

Color according to customer request (@) (@) (@)

Weight*

212 lbs./96 kg

212 lbs./96 kg

243 lbs./110 kg

216 lbs./98 kg

Overall size (width x length)

lying surface 35.4 x 78.7 in. (90 x 200 cm)

38.6 x 81.1in. (98 x 206 cm)

38.6 x 81.1in. (98 x 206 cm)

39.0 X 83.5 in. (99 x 212 cm)

39.0 X 85.4 in. (99 x 217 cm)

lying surface 35.4 x 82.6 in. (90 x 210 cm)

38.6 X 85.0 in. (98 x 216 cm)

38.6 x 85.0 in. (98 x 216 cm)

39.0 X 87.4 in. (99 X 222 cm)

39.0x 89.4 in. (99 x 227 cm)

lying surface 35.4 x 86.6 in. (90 x 220 cm)

38.6 x 88.6 in. (98 x 226 cm)

38.6 X 89.0 in. (98 x 226 cm)

39.0 X 90.9 in. (99 x 232 cm)

39.0 X 93.3 in. (99 x 237 cm)

lying surface 39.4 x 78.7 in. (100 x 200 cm)

42.9 X 81.1in. (109 X 206 cm)

42.9 x 81.11in. (109 x 206 cm)

42.9 X 83.5 in. (109 X 212 cm)

43.3 X 85.4 in. (110 X 217 cm)

42.9 X 85.0 in. (109 X 216 cm)

42.9 X 85.0 in. (109 X 216 cm)

42.9 X 87.4 in. (109 X 222 cm)

£42.5 X 89.4 in. (108 x 227¢cm)

(
lying surface 39.4 x 82.6 in. (100 x 210 cm)
lying surface 39.4 x 86.6 in. (100 X 220 cm)

42.9 x 88.6 in. (109 x 225 cm)

£42.9 X 89.0 in. (109 X 226 cm)

42.9 X 90.9 in. (109 x 232 cm)

43.3 X 93.3 in. (110 x 237 cm)

Lower edge height (min./max.)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

Upper edge height (min./max.)

ca. 30.7/46.4 in. (78/118 cm)

ca. 30.7/46.4 in. (78/118 cm)

ca. 32.7/48.4 in. (83/123 cm)

ca. 33.5/49.2 in. (85/125 cm)

Height adjustment 15.7-31.5 in. (40-80 cm)

Height adjustment 13.8-27.5 in. (35-70 cm)

Option at no extra cost

Option at no extra cost

Option at no extra cost

Option at no extra cost

Color of undercarriage

Stained/Natural beech

Eloxal E6 EV1

Option at no extra cost

Option at no extra cost

Option at no extra cost

Color according to customer request

@)

@)

ol@

O

Lying surface

MiS® Micro-stimulation System

HPL

Water resistance IPX 4

Optional equipment

Rechargeable battery pack

CPR quick release

Deluxe hand control unit

Adjustable bed extension

Bedding shelf

Caregiver control console

0|00/ 0|00

0|00/ 0|00

0|00/ 0|00

Quick-release headboard/footboard

® O 0|0/0/0 O

Wall-protection wheels vertical

o

o

@ horizontal

(@]

Aluminum handrail

Lying surface grounding

O

Accessories

Acc. to accessory brochure

Acc. to accessory brochure

Acc. to accessory brochure

Acc. to accessory brochure
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Series S 380 and S 280 healthcare beds :
Technical description.

Volker beds are tested according to UL stan-
dards, designating compliance with applicable
United States and Canadian safety standards.
All Volker healthcare beds are classified
according to Guideline 93/42/EEC for tested
medical products with a CE Seal of Conformity,
including general requirements and risk analy-
sis. They comply with the national and interna-
tional norms and standards: DIN EN 60601-1,
DIN EN 60601-1-2, DIN EN 60601-2-38, EN 1970
(as applicable). The entire bed is protected
according to IPX 4 (DIN ISO 60529: Protected
against water splashing from all sides).

Undercarriage/Ready-to-go mobility:
Enclosed, easy-to-clean, corrosion resistant
design. Chemical resistant surfaces; powder-
coated or anodized.

Floor clearance over entire width and length
minimum 7.3 in. (18.5) cm. Easily accepts
most commercially available resident lifts.
Floor clearance beneath column jacks mini-
mum 1.6 in. (40 mm).

Maintenance-free, encased triple telescoping
jack. Two synchronized motors (24 V low vol-
tage) for parallel height adjustment with elec-
tric monitoring (synchronization control).
Adjustment range 15.7-31.5 in. (40-80 c¢m) in
26 seconds. Trendelenburg/reverse-Trende-
lenburg operated via caregiver control conso-
le (optional).

5.9 in. (150 mm) casters, wear resistant, elec-
trically conductive (non-marking) and enclos-
ed precision ball bearings for easy maneuver-
ability. Load-bearing capacity 220 lbs. (100
kg)/caster. Four-caster central braking via
brake pedal at foot of bed. Safe maximum
working load 462 Ibs. (210 kg).

Lying surface:

Electrically adjustable four-section lying sur-
face with aluminum profile frame around the
perimeter. Lying surface with pressure reduc-
tion system in 4 parts can be completely re-

Top left figure:

S 380 healthcare beds
with telescoping head
and foot section assist
rails.

Bottom left figure:

S 280 healthcare beds
with full-length assist
rails.

moved. Integrated mattress retainers on each
side (V6lker 3080). Ergonomic configuration
of back, seat, upper/lower leg sections accor-
ding to German Nursing Association (DBfK)
with 9o cm back section. Integrated mattress
compensation (12 cm) and back section ramp
(5°) for physically correct adjustment of back
section (kinesthetic space). As sliding down
bed is prevented, pressure on stomach is a-
voided and breathing improved. Back (0-70°)
and upper-leg sections (0—45°) individually
adjustable with safety override device. Infin-
ite upper leg section adjustment (bent knee
or staged bed). Extra manual adjustment of
lower-leg section to stretched raised leg posi-
tion (0—16°) by fine-toothed ratchet. Optional
fast lowering of back section for CPR proce-
dure. Angle limitation between back and leg
sections below 90° (anti-compression). Inte-
grated mounting locations for trapeze bar on
both sides of head end, additional mounting
locations for IV stands, lamps or other acces-
sories. Integrated slide bars the entire length
of both sides of bed for mounting of accesso-
ries.

Pressure reduction:

A. Volker MiS® Micro-stimulation System is an
anti-pressure sore, torsion-sprung support
consisting of flexibly reactive butterfly springs
made from recyclable polyoximethylene, lo-
cated on flexible support profiles made from
fiberglass-reinforced plastic (GFK) with high
stability and bending strength. The support
profiles are connected to the surface by flexi-
ble spring elements. TPE modules (thermopla-
stic elastomer) muffle spring compression of
support profiles under heavy loads and attach
the spring elements to the aluminum profiles
of the frame. Butterfly springs and support
profiles are easily removable for cleaning.

B. HPL (High Pressure Laminate, solid-core
board) in-laid sections (anti-static, chemical,
UV-resistant). These are removable from the
aluminum lying surface frame for easy cleaning.

Operation:

Lying surface, height and comfortable sitting
position (optional) adjustment via ergonomic,
easy-to-read hand control unit (attaches to
either side) according to IPX 6. For Volker
series S 380 healthcare beds: hand control
unit in horizontal version, to be clipped on the
assist rail tops, or hand control unit in vertical
version, attaches to the bedside or flexible
holder (optional). In addition Trendelenburg/
reverse-Trendelenburg, height, lying surface
adjustment and operation lockout mode by
means of separate caregiver control console
(optional). Surfaces easy to clean/disinfect.

Assist rails, S 380 healthcare bed:
As assist rails, 3080 healthcare bed
(see Page 50).

Side rails, S 280 healthcare bed:
As side rails, 2080 healthcare bed
(see Page 51).

Electrics/control:

Four motors, safety class Il (double protective
insulation), main power 110-120 V (230-
240 V), bed operating voltage 24 V low volta-
ge. IPX 4 protection against splashing water.
100 per cent isolation from main power when
not in operation. Primary fuse (2 A) in main
power plug. Extra-sturdy spiral power cord
according to national and international
norms. Two-fold cord strain relief plus inter-
mediate connector for easy maintenance.
Thermal fuse and switch against overheating.
Secondary fuse in low-voltage circuit. Poly-
switch against overloading. Optional 1.2 Ah
battery pack for independent power opera-
tion, enough for three adjustment cycles
under maximum permitted load.

Design and materials:

Design of headboards and footboards, and
colors from standard model options and V4l-
ker color card or — in appropriate order vol-



umes — according to customer’s require-
ments.

All wooden parts with three-fold DD-painted
finish. Rounded corners and edges. Multi-
chipboards in E1 quality. Aluminum or metal
surfaces durably foil coated, anodized or
powder coated.

Care and maintenance:

Volker healthcare beds need little maintenan-
ce, since only maintenance-free motors and
sealed electric or electronic components are
used.

All moving parts of the height adjustment
unit, compact drive and assist rails are per-
manently lubricated; in normal use and clean-
ing, they require no lubrication.

Because of the technology used, technical
safety tests are necessary only every 12
months or according to checklist.

Volker healthcare beds may not be cleaned in
automatic wash plants or with high-pressure
cleaning hoses. Encased subassemblies,
smooth surfaces and encased motors make
Volker beds exceptionally easy to clean. They
can be cleaned and disinfected with commer-
cially available cleaning agents and/or disin-
fectants using spray-and-wipe methods.

Guarantee:
There is a 24-month guarantee (warranty) on

all Volker healthcare beds.

Wood and deco-Fantasia laminates:
As indicated on Page 52.

C us MEDICAL

..

S380S S 280 S (see ﬁg.)

S 380 FS (see fig.) ' S280FS

Model

Version headboards/footboards Rounded corner Curved top
Solid beech, stained or natural - - - -
Beech laminate, stained or natural [ J [ ] [ J [ ]
Veneer to Volker color card (@) O (@) O
Wood laminate to Vélker color card (@) O @) O
Color according to customer request (@) O (@) O

Weight*

298 lbs./135 kg

298 lbs./135 kg

Overall size (width x length)

lying surface 35.4 x 78.7 in. (90 X 200 cm)

38.6x82.7n. (98 x 210 cm)  39.8 x 82.3 in. (101 X 209 cm)

38.2x83.5n. (97 x 212 cm) 39.8x 82.7 in. (101 210 cm)

lying surface 35.4 x 82.7 in. (90 x 210 cm)

38.2 % 87.4 in. (97 x 222 cm) 39.8 X 86.6 in. (101 x 220 cm)

lying surface 35.4 % 86.6 in. (9o x 220 cm)

38.6 X 86.6 in. (98 x 220 cm)  39.8 X 86.2 in. (101 x 219 cm)
38.6X90.6 in. (98 x 230 ¢m)  39.8 x 901 in. (101 x 229 cm)

38.2x91.3in. (87 x 232 cm) 39.8 X 90.9 in. (101 x 230 cm)

42.9%82.7 1. (109 x 210 cm) -

42.5X83.5 in. (108 x 212 ¢m) -

lying surface 39.4 x 82.7 in. (100 x 210 cm)

42.9 % 86.6 in. (109 x 220 cm) -

42.5 X 87.4 in. (108 x 222 cm) -

(
(
lying surface 39.4 x 78.7 in. (100 x 200 ¢m)
(
(

lying surface 39.4 % 86.6 in. (100 x 220 cm)

42.9%90.6 in. (109 x 230 cm) -

425X 91.3 in. (108 x 232 ¢m) -

Lower edge height (min./max.)

€a. 9.8/25.6 in. (25/65 cm)

ca. 9.8/25.6 in. (25/65 cm)

Upper edge height (min./max.)

ca. 30/45.6 in. (76/116 cm)

€a. 29.5/45.3 . (75/115 cm) ca. 3.5/47.2 in. (80/120 cm)

Height adjustment 15.7-31.5 in. (40-80 cm)

Lying surface

MiS® Micro-stimulation System

HPL

Water resistance IPX 4

Optional equipment

Rechargeable battery pack

CPR quick release

Deluxe hand control unit

® OO

® OO

Adjustable bed extension

Bedding shelf

Caregiver control console

Wall-protection wheels vertical

Lying surface grounding

O/ 0/0 00 ®@O0l0
O 00 0!

O/ 0000 ®O0l0
O 00 0!

Accessories

Acc. to accessory brochure

Acc. to accessory brochure
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Series 5380 healthcare beds:
Technical description.

Volker beds are tested according to UL stan-
dards, designating compliance with applicable
United States and Canadian safety standards.
All Volker healthcare beds are classified
according to Guideline 93/42/EEC for tested
medical products with a CE Seal of Conformity,
including general requirements and risk analy-
sis. They comply with the national and inter-
national norms and standards: DIN EN 60601-
1, DIN EN 60601-1-2, DIN EN 60601-2-38, EN
1970 (as applicable). The entire bed is protect-
ed according to IPX 4 (DIN ISO 60529: Protect-
ed against water splashing from all sides).

Undercarriage:

Stable, easy-to-clean, corrosion-protected steel
construction with powder-coated surfaces.
Chemical resistant and impact resistant.

Two synchronized linear drive motors (24 V low
voltage) for parallel height adjustment with
electric monitoring (synchronized control).
Adjustment range 9-29 in. (23—74 cm).
Trendelenburg/reverse-Trendelenburg opera-
ted via caregiver control console (optional).
Safe maximum working load 374 lbs (170 kg).

Ready-to-go mobility:

The bed can be moved in all positions from a
height of 13.8 in. (35 cm). The brake can be
released and locked by means of a full-length
brake bow. Automatic locking in lowest posi-
tion.

Casters at head section in 3 in. (80 mm) dia-
meter, in 1.4 in. (35 mm) at foot section, with
rubber tires (non-marking) and double en-
cased ball bearings for easy maneuverability.
Load capacity 220 lbs (100 kg)/caster.

Lying surface:

Electrically adjustable four-section lying sur-
face with aluminum profile frame around the
perimeter. Lying surface with pressure reduc-
tion system in 4 parts can be completely
removed. Integrated mattress retainers on

Left figure: 5380 health-
care bed with tele-
scoping head and foot
section assist rails.

each side. Ergonomic configuration of back,
seat, upper/lower leg sections according to
German Nursing Association (DBfK) with 9o
cm back section. Integrated mattress com-
pensation (12 cm) and back section ramp (5°)
for physically correct adjustment of back sec-
tion (kinesthetic space). As sliding down bed
is prevented, pressure on stomach is avoided
and breathing improved. Back (0-70°) and
upper-leg sections (0—45°) individually adju-
stable with safety override device. Infinite
upper leg section adjustment (bent knee or
staged bed). Extra manual adjustment of
lower-leg section to stretched raised leg posi-
tion (0—16°) by fine-toothed ratchet. Optional
fast lowering of back section for CPR proce-
dure. Angle limitation between back and leg
sections below 90° (anti-compression). Inte-
grated mounting locations for trapeze bar on
both sides of head end, additional mounting
locations for IV stands, lamps or other acces-
sories. Integrated slide bars (optional) the
entire length of both sides of bed for moun-
ting of accessories.

Pressure reduction:

Volker MiS® Micro-stimulation System is an
anti-pressure sore, torsion-sprung support
consisting of flexibly reactive butterfly springs
made from recyclable polyoximethylene, lo-

Right figure: 5380
healthcare bed in maxi-
mum working height.

cated on flexible support profiles made from
fiberglass-reinforced plastic (GFK) with high
stability and bending strength. The support
profiles are connected to the surface by flexi-
ble spring elements. TPE modules (thermopla-
stic elastomer) muffle spring compression of
support profiles under heavy loads and attach
the spring elements to the aluminum profiles
of the frame. Butterfly springs and support
profiles are easily removable for cleaning.

Operation:

Lying surface, height and comfortable sitting
position (optional) adjustment via ergonomic,
easy-to-read hand control unit (attaches to
either side) according to IPX 6. For Volker
series 3080 healthcare beds: hand control
unit in horizontal version, to be clipped on the
side rail tops, or hand control unit in vertical
version, attaches to the bedside or flexible
holder (optional). In addition Trendelen-
burg/reverse-Trendelenburg, height, lying
surface adjustment and operation lockout
mode by means of separate caregiver control
console (optional). Surfaces easy to clean/
disinfect.

Assist rails, Series 5380 healthcare beds:
Same as 3080 assist rails (see Page 50).




Electrics/control:

Four motors, safety class Il (double protective
insulation), main power 110-120 V (230-240
V), bed operating voltage 24 V low voltage.
IPX 4 protection against splashing water.

100 per cent isolation from main power when
not in operation. Primary fuse (2 A) in main
power plug. Extra-sturdy spiral power cord
according to national and international
norms. Difficult to run over with casters. Two-
fold cord strain relief plus intermediate con-
nector for easy maintenance. Thermal fuse
and switch against overheating. Secondary
fuse in low-voltage circuit. Polyswitch against
overloading. Optional 1.2 Ah battery pack for
independent power operation, enough for
three adjustment cycles under maximum per-
mitted load.

Design and materials:

Design of headboards and footboards, and
colors from standard model options and Vél-
ker color card or — in appropriate order vol-
umes — according to customer’s require-
ments.

All wooden parts with three-fold DD-painted
finish. Rounded corners and edges. Multi-
chipboards in E1 quality. Aluminum or metal
surfaces durably foil coated, anodized or
powder coated.

Care and maintenance:

Volker healthcare beds need little mainten-
ance, since only maintenance-free motors
and sealed electric or electronic components
are used.

All moving parts of the height adjustment
unit, compact drive and assist/side rails are
permanently lubricated; in normal use and
cleaning, they require no lubrication.
Because of the technology used, technical
safety tests are necessary only every 12
months or according to checklist. Volker
healthcare beds may not be cleaned in auto-
matic wash plants or with high-pressure
cleaning hoses. Encased subassemblies,
smooth surfaces and encased motors make
Volker beds exceptionally easy to clean. They
can be cleaned and disinfected with commer-
cially available cleaning agents and/or dis-
infectants using spray-and-wipe methods.

Guarantee:
There is a 24-month guarantee (warranty) on

all Volker healthcare beds.

Wood and deco-Fantasia laminates:
As detailed on Page 52.

C€

Model

Version headboards/footboards
Solid beech, stained or natural
Beech laminate, stained or natural
Veneer to Vélker color card

Wood laminate to Vélker color card
Color according to customer request

Weight*
Overall size (width x length)
lying surface 35.4 x 78.7 in. (90 x 200 cm)

lying surface 35.4 x 86.6 in. (90 x 220 cm)

Lower edge height (min./max.)
Upper edge height (min./max.)

Height adjustment
9-29in. (23-74) cm

Lying surface
MiS® Micro-stimulation System

Water resistance IPX 4
Optional equipment
Battery pack

Deluxe hand control unit
Caregiver control console

Wall-protection wheels vertical

Accessories

Symbols:

Not available

Optional version/equipment
Standard
Weight of standard version

*@® O

5380 (MA design)

see Series 3080 selections

000 @O0

300 lbs./136 kg
38.6 x 81.1in. (98 x 206 cm)
38.6 X 90.0 in. (98 x 226 cm)

2,7/22.8 in. (7/58 cm)
22.8/42.9 in. (58/109 cm) 59

0O/ @O

According to accessory brochure
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Volker healthcare bedside cabinets :
Technical description.

P 910 (3012 MP) bedside cabinet:

Rounded corner design with solid beech top;
drawer mounted on all-metal guide rails with
soft rollers; solid wood shelf; all-metal bow-
type handles.

P 920 (3014 M/3017 R) healthcare bedside cabinet:
Paneled design in easy-to-maintain, laminate
wood finish (or optional veneer finish with
solid wood top); entire construction 0.7 in.
(19 mm) multilayer chipboard (E1 quality); all
visible edges with 0.08 in. (2 mm) plastic strip,
invisible edges melamine coated; upper draw-
er and large lower drawer mounted on all-
metal guide rails with soft rollers; all-metal
bow-type handles; 4 casters @ 2.56 in.
(65 mm), two of which are locking.

P 930 (3014 R) healthcare bedside cabinet:
Rounded corner design with easy-to-maintain
laminate wood finish; construction of 0.7 in.
(19 mm) multilayer chipboard (E1 quality), all
visible edges with 0.08 in. (2 mm) plastic strip,
invisible edges melamine coated; upper draw-
er and large lower drawer mounted on all-
metal guide rails with soft rollers; bottom
made of easy-to-maintain 0.63 in. (16 mm)
multilayer chipboard, laminated wood finish,
bow-type handles, 4 casters @ 2.56 in. (65
mm), two of which are locking.

P 935 (3015 R) healthcare bedside cabinet:
Square corner design with easy-to-maintain
laminate wood finish; construction of 0.7 in.
(19 mm) multilayer chipboard (E1 quality), all
visible edges with 0.08 in. (2 mm) plastic
strip, invisible edges melamine coated; upper
drawer and large lower drawer mounted on
all-metal guide rails with soft rollers; bottom
made of easy-to-maintain 0.63 in. (16 mm)
multilayer chipboard, laminated wood finish,
bow-type handles, 4 casters @ 2.56 in. (65
mm), two of which are locking.

P 941 (2084) healthcare bedside cabinet:
Rounded corner design with upper drawer
and large lower door mounted to a grey poly-
mer base; easy-to-maintain laminate wood
finish; accessible from both sides; includes
height adjustable, pivoting over bed tray
mounted on one side; entire construction 0.7
in. (19 mm) multilayer chipboard (E1 quality),
all visible edges with 0.08 in. (2 mm) plastic
strip, invisible edges melamine coated; all-
metal spring hinges, 100° angle of opening;
bow-type handles; 5 casters @ 2.56 in. (65
mm), two of which are locking.

P 942 (2084 RW) healthcare bedside cabinet:
Rounded corner design with upper drawer
and large lower door mounted to a grey poly-
mer base; easy-to-maintain laminate wood
finish; accessible from both sides; includes
height adjustable, pivoting over bed tray
mounted on one side; entire construction 0.7
in. (19 mm) multilayer chipboard (E1 quality),
all visible edges with 0.08 in. (2 mm) plastic
strip, invisible edges melamine coated; all-
metal spring hinges, 100° angle of opening;
bow-type handles; 5 casters @ 2.56 in. (65
mm), two of which are locking. Same as P 941
above with different dimensions.

Server RT-985:

U-shaped substructure in powder-coated
steel tubing (RAL 9006), with four casters
(@ 6.5 cm), two of which are locking; alumini-
um column with infinite assisted height
adjustment from 28,25 in. to 45,25 in. (72 to
115 ¢cm) and dampened return; asymmetric
split tabletop in easy-to-clean laminate
(0.31in./8 mm), durable with polished edges
and rounded corners, with retaining stop on
both edges; adjustable tilting angle, swivels
in both directions; fixed tabletop with wrap-
around aluminium railing, adjustable section
with raised retaining stop on each side: all
materials and construction features suitable
for cleaning and disinfecting.

Model

Version

Solid beech, stained or natural
Beech laminate, stained or natural
Veneer to Volker color card

Wood laminate to Vdlker color card
Color according to customer request

Dimensions

Width

Depth

Height

Tabletop/slide-out (W x D)
Adjustment range, tabletop (H)

Weight*

Equipment

Over bed table
Slide-out tray
Bottle holder
Casters(@ 2.56 in./6,5 cm)
Door

Lower drawer
Open compartment
Drawer inset
Locking top drawer
Special equipment

Symbols:

— Not available

O Optional version/equipment
@® Standard

*  Weight of standard version

P 910 (3012 MP)

Rounded corner
@)

00 0Ol e

18.5 in. (47 cm)
18.5 in. (47 cm)
18.9 in. (48 cm)

30.9 lbs. (14 kg)

00 0Ol e

P 920 (3014 M/3017 R)

Paneled design
@)

ol0 O|e

16.3 in. (41,5 cm)
16.7 in. (42,5 cm)
23.8 in. (60,5 cm)

46.3 |bs. (21 kg)

® O ®O0 O

O|0| 0O



P 930 (3014 R)

P 935 (3015 R)

P 941 (2084)

P 942 (‘;084 RW)

Server

Rounded corner

Square corner

Rounded corner

Square corner

Aluminum (RAL 9006)

([ ] ( ] ([ ([ ] ([
(@] O O O -
(@) o (@) o (@)
(@] O O O O

18.5 in. (47 cm)

18.5 in. (47 cm)

23.6 in. (60 cm)

18.5 in. (47 cm)

38.3 in. (97,4 cm)

18.5 in. (47 cm)

18.5 in. (47 cm)

18.5 in. (47 cm)

18.5 in. (47 cm)

16.5 in. (42 cm)

23.8in. (60,5 cm)

29.5 in. (75 cm)

28.7 in. (73 cm)

23.8 in. (60,5 cm)

21.7 x13.8in. (55 x 35 cm)

24.0-37.4 in. (61-95 cm)

28.25-45.3 in. (72-115 cm)

55.1 lbs. (25 kg)

55.1 lbs. (25 kg)

92.6 Ibs. (42 kg)

92.6 |bs. (42 kg)

39.7 lbs. (18 kg)

_ _ 'Y o) _
O @) - - -
@) (@) @) (@) =
[ J [ [ J [ [ J
@) (@) [ (@) =
[ J [ - [ -
_ _ 'Y Y _
O @) O O -
@) (@) @) (@) =
O @) O O O
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Mattresses:
Technical description.

Volker Standard 1200 mattress:

With its polyether cellular foam core, the
Volker Standard 1200 mattress meets the
requirements for a high level of comfort, load-
bearing capacity and durability. It’s pressure-
point density, orthopedic, anatomically adap-
tive and ensures a constant bed temperature.

Regular 88 lbs. (40 kg), single-layer special
mattress with lateral sections suitable for use
with four-section lying surface; can be disin-
fected to 105° C (recommended 75° C to pro-
tect material): elastic jersey, beige (80% Tre-
vira, 20% cotton), density approx. 7.9 cu in.
(220 g/m?); zip-fastener on one long and one
short side; cover washable to 95° C. Optional-
ly available in compliance with flame protec-
tion norm DIN 597-1+2.

Volker Rubex® Finess 2200 mattress:

The Vélker Rubex® Finess 2200 mattress is
exceptionally comfortable. The mattress
structure, with a higher density core and a
soft supple lying surface, offers ideal sup-
port, enhanced by the shape-retaining
durable Rubex® special foam material. Its
open cellular structure ensures extremely
high air circulation and almost complete
moisture exchange, further enhanced by the
diagonal wave shape within the triple-layer
structure.

Regular 110 lbs. (50 kg), triple-layer special
mattress with varying degrees of hardness;
can be disinfected to 105° C (recommended:
75° C to protect material); standard cover:
highly elastic jersey, pale blue (Helanca/-
Trevira/cotton), density approx. 7.9 cu in.
(220 g/md); zip-fastener on one long and one
short side; cover washable to 95° C.
Mattress 2200 PUK conforms to flame pro-
tection norm DIN 597-1+2.

Volker Plus 3300 mattress:

The economical Volker Plus 3300 mattress
offers effective pressure sore protection.
Triple-layer core structure enhances pres-
sure relief. Upper surface of visco-elastic
special foam at a density of 3.7 cu ft.
(60 kg/m?) and hardness of 2.8 kPa. Accepts
patient gently and ensures, through its
unique adhesive properties, moderate com-
pression and optimal pressure distribution
relief. This is reinforced by the pressure-dis-
tributing central layer with a density of
3.7 cu ft. (60 kg/m?) and medium hardness of
3.5 kPa.

Load-bearing lower layer with a density of 3.1
cu ft. (50 kg/m? and hardness of 5.0 kPa
ensures shape retention and prevents sag-
ging. Can be disinfected to 75° C. Three cel-
lular foam layers joined by special wave cut
that is adhesive free due to body-conforming
profile — ensuring optimal air circulation.
Standard cover: durable PU-coated jersey,
royal blue (material 991) with zip-fastener on
underside. Washable to 95° C. Mattress
3300 PUK conforms to flame protection norm
GPEM/CP: D1 to 89.

Voélker covers:

PU two-way cover

(Standard und Rubex® Finess only)

PU two-way cover with a zipper on one long
and one short side. Upper face and top half of
sides of PU material, lower face and bottom
half of sides in the V6lker Standard material)
or the material of the V6lker Rubex® Finess.

PU full cover:
To protect mattresses and for a long service
life, we recommend using our high-quality
polyurethane protective cover.
— Certified according to Eco-Tex Standard 100
— Impermeable to water and/or urine
— Excellent respiratory properties
— Impermeable to bacteria and/or viruses
— Anti-shearing
— Resistant to blood, urine, oil, grease
and disinfectant solutions
— Flame-resistant coating according
to BS7175, Section 3: Crib 5 and acc.
to GPEM/CP: D1 to 89

In the event of soiling, the polyurethane pro-
tective covers 983/991/989 can be wipe
disinfected with any approved surface disin-
fectant in the DGHM or RKI list.

The mattresses are available for use immedi-
ately after wipe disinfecting. They save con-
siderable waste disposal costs for otherwise
severely contaminated mattresses.



Model Standard 1200 Rubex® Finess 2200 Plus 3300 Mattress extension
Dimensions, W x L*
35.4 X 78.7 in. (90 X 200 cm) [ [ ) ) -
35.4 X 82.7 in. (90 x 210 cm) O O O -
35.4 X 86.6 in. (90 X 220 cm) @) O O -
39.4 x 78.7 in. (100 X 200 cm) (@) (@) (@) -
39.4 x82.7 in. (100 X 210 cM @) O O -
39.4 X 86.6 in. (100 X 220 cm) O (@) (@) -
Special dimensions @) O @) -
Dimensions, height 4.7 in. (12 cm) 4.7 in. (12 cm) 5.5 in. (14 cm) 7.3 in. (18,5cm)
Cover
Light blue - [} - -
Beige [} - - -
PUW two-way cover:
light blue/blue - O - -
PUW two-way cover:
beige/blue O - - -
PUK full cover blue @) O - [
PUK full cover royal blue - - (] -
Special covers @) O @) -
Composition
Flame resistant version @) O ® GPEM/CP: D1to 89 [ J
@ with PUK full cover
Accessories

Protective cap in PU material, white, with elastic Spare covers

— Not available

O Optional version/equipment

® Standard TR ™

*  Fits lying surface of Volker beds & % Deutscheslm-a;nwodm
** \Vith appropriate purchased quantity Solex siendardiii
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Lamps:
Technical description.

Volker amadea® wall light:
Light for mounting to wall.

With the amadea® wall light you get glare-
free, predominantly indirect (approx. 65%)
spatial illumination. Low-profile body in alu-
minum and translucent screens. Uniform light
distribution achieved through double-reflec-
tor system (perforated). Shield in form of
translucent plexiglass screen prevents hea-
ting of the wall and ensures easy cleaning.
Low-gloss plexiglass screen prevents direct
view into light and related glare.

Light body in aluminum construction (extru-
ded) and translucent screens; equipped with
two 39W FQ bulbs; electronic ballast; translu-
cent plexiglass cover for indirect light; dimen-
sions, light body 35.8 x 8.9 x 3.11in. (910 X 226
x 78 mm); projection from wall 182 mm; for
direct connection to wall, 110-120 V/60Hz
(230240 V/50 Hz); certified according to EN
60601-1 and EN 60598-2-25.

Vélker halux® Cosy care lamp:
Lamp for mounting directly to Vélker health-
care beds.

Lamp can e freely adjusted via flexible tube.
Complete lamp pivots in holder and includes
a cold light halogen bulb. Although this lamp
has a halogen bulb, the lamp body gets only
slightly warm to the touch. A night light at the
switch ensures easy operation, even in the
dark.

Lamp head made of impact resistant synthe-
tic material; equipped with one 20 W cold
light halogen bulb; low-gloss plastic screen
protects against glare and excessive heat;
metal bar as spacer; on/off switch with night
light; flexible arm, defined shaft; projection
750 mm; approx. 2 m power cable with plug
transformer 110-120 V/60 Hz (230- 240 V/50
Hz); maximum brightness 3,000 Ix at 50 cm;
certified according to EN 60601-1and EN
60598-2-25.

N
Volker medicool® care lamp:

Lamp for mounting directly to Volker health-
care beds.

Lamp head can be freely adjusted via flexible
tube, lampshade includes a positioning hand-
le. Complete lamp pivots in holder and includ-
es a compact fluorescent bulb, which does
not get hot. Electronic ballast, which ensures
start-up within two seconds, promotes a ser-
vice life 10 times longer than conventional
light bulbs.

Lamp head in impact resistant synthetic
material; equipped with one 14 W TC DE com-
pact fluorescent bulb; electronic ballast
installed in lamp head; plastic screen cuts
glare; switch-on lamp head with separate
nightlight; flexible arm; defined shaft; projec-
tion 750 mm; spiral cord; approx. 3 m power
cord with plug (euro plug CEE); 110-120 V/
60Hz (230-240 V/50 Hz); maximum bright-
ness 600 Ix at 50 cm; certified according to EN
60601-1 and EN 60598-2-25.

Volker culta care lamp:
Lamp for mounting directly to Volker health-
care beds.

The lamp head can be freely adjusted via a
pivot mounted arm. Switching on and off the
lamp takes place by simply moving the lamp
head. An LED on the lamp head enables easy
orientation, even in the dark. Complete lamp
pivots in holder and includes a cold light halo-
gen bulb, featuring a very good heat dissipa-
tion.

Lamp head made of impact resistant synthe-
tic material; equipped with 1 x 20 W halogen
bulb; electronic plug-in transformer; plastic
screen cuts glare; on-off switch integrated in
lamp head with separate nightlight; flexible
arm; defined shaft; projection approx. 700
mm; approx. 2 m power cord with plug (euro
plug CEE); 110-120 V/60 Hz (230-240 V/50
Hz); , maximum brightness 1,600 Ix at 50 cm;
certified according to EN 60601-1 and EN
60598-2-25.

Awarded with Best Product
— Universal Design in “Sonderschau
Lebensraume 2006“.



Model amadea® halux® Cosy
Colors

White RAL go10 @) PLHEO1
White aluminum RAL 9006 AMADEAo02 PLHEo2
Special equipment/accessories (@) @)

All benefits at a glance:

Brightness and direction individually
adjustable (halux® Cosy und medicool®
and culta)

Uniform light distribution

Doesn't get hot (no risk of burning)
Electronic ballast increases service life of
bulbs and elements

(up to 12,000 operating hours/amadea®,
medicool®)

Glare-free illumination through integrat-
ed reflector technology

Good illumination even when back sec-
tion of bed is raised

Appropriate as examination lamp (halux®
Cosy, medicool® and culta)

All healthcare beds certified according to
EN 60601-1 and EN 60598-2-25

medicool®

PLMEo1
PLMEo2

(@)

'/

culta

CULTA02

@)

€@

O Optional version/equipment
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Volker Aktiengesellschaft
(incorporated company)

Supervisory board:

Gertrud Vélker (Chair), Prof. Dr. Gerd Walger,
Gerold Herrmann

Executive board:

Heinrich Vélker (chair)

Head of Sales and Marketing:
Meinolf Kéhn

Export manager:

Dorian Klusmann

Marketing:

Sonja Hippenstiel

Quality management:
Stephanie Cieslak

Head office and Plant I:

Wullener Feld 79 - 58454 Witten/Germany
Phone +49 2302 96096-0

Fax  +49 2302 96096-16

Plant Il:

Ahornstrae 4 - 09661 Hainichen/Germany
Phone +49 37207 5699-0

Fax  +49 37207 5699-16

Internet: www.voelker.de
E-Mail: info@voelker.de

Edition: July 2008

The illustrations may show some non-
standard equipment and accessories.
All rights reserved. Subject to alteration
due to technical enhancements.



Design and execution:

ProSell! DM Werbeagentur, Hanover/Germany
Photos: Vogelsdnger Studios,
Helpup/Germany

Production: Bellmann Druck GmbH,
Hagen/Germany
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Vélker AG

Waullener Feld 79 - 58454 Witten/Germany

Phone +49 2302 96096-0

+49 2302 96096-16

www.voelker.de

Fax

- info@voelker.de





